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FOR MOTORIZED PULLEYS 220M - 320H

CONNECTION DIAGRAMS
Cable Connection

Cable wires with numbers

T1&T2
EB
B1 & B2
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1-Ph-Motor (EB)

3-Ph-Motor EB
1-Ph-Motor (EB)
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MOTORIZED PULLEYS FOR BELT CONVEYORS BULK HANDLING
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CONNECTION DIAGRAMS FOR MOTORIZED PULLEY
WITH COMPACT TERMINAL BOX AND WAGO-CLAMP
138LS - 320H POWER <=4.0 kW

Characters in brackets
for 2 stage gearbox!

Assembly instruction
EB = Electromagnetic brake

@

Push down clamp
Clamps B1 and B2

are for standard unassigned

RD = Red @

YE = Yellow Push in clamp
BK = Black \

GY = Grey

BU = Blue

GN = Green

WH = White /\ Low voltage Y High voltage

BN = Brown

T1 & T2 = Thermal Protector
B1 & B2 = Electromagnetic Brake
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EXTERNAL CONNECTION DIAGRAMS
FOR MOTORIZED PULLEYS
5.5 kW 250 kW

Low voltage - A

Thermal
Potector

Terminal Box
5.5 KW - 132 kW
Low voltage - A

[1 23] 4a]5s] 6] Rectifier
terminal board 544,

230V ~

Clockwise
direction
of rotation

A

5 ‘:/";' T @ =T,

Thermal
Potector

Terminal board
Motorized Pulley

3-phase single voltage
5.5kW - 250kW

Low voltage - YY

0 %] 0 ¥]

Thermal \-/ Thermal

Potector Potector
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High voltage - Y

0 %]

Thermal
Potector

Electromagnetic Brake Execution

High voltage - Y
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Terminal board

Thermal Motorized Pulley

Potector

USA - Execution
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Thermal
Potector




